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detection systems and portions of com-
bustible gas-detection systems related
to the higher gas concentration levels
shall be of the manual-reset type. Com-
bustible gas-detection systems related
to the lower gas-concentration level
may be of the automatic-reset type.

(iii) A fuel-gas odorant or an auto-
matic gas-detection and alarm system
is required in enclosed, continuously
manned areas of the facility that are
provided with fuel gas. Living quarters
and doghouses not containing a gas
source and not located in a classified
area do not require a gas detection sys-
tem.

(iv) The District Supervisor may re-
quire the installation and maintenance
of a gas detector or alarm in any po-
tentially hazardous area.

(v) Fire- and gas-detection systems
shall be an approved type, designed and
installed in accordance with API RP
14C, API RP 14G, and API RP 14F, Rec-
ommended Practice for Design and In-
stallation of Electrical Systems for
Offshore Production Platforms.

(c) General platform operations.Safety
devices shall not be bypassed or
blocked out of service unless they are
temporarily out of service for startup,
maintenance, or testing procedures.
Only the minimum number of safety
devices shall be taken out of service.
Personnel shall monitor the bypassed
or blocked out functions until the safe-
ty devices are placed back in service.
Any safety device that is temporarily
out of service shall be flagged by the
person taking such device out of serv-
ice.

[53 FR 10690, Apr. 1, 1988, as amended at 61
FR 60026, Nov. 26, 1996. Redesignated at 63 FR
29479, May 29, 1998, as amended at 64 FR
72794, Dec. 28, 1999; 65 FR 219, Jan. 4, 2000]

§ 250.1630 Safety-system testing and
records.

(a) Inspection and testing.Safety-sys-
tem devices shall be successfully in-
spected and tested by the lessee at the
interval specified below or more fre-
quently if operating conditions war-
rant. Testing shall be in accordance
with API RP 14C, appendix D or for
safety-system devices other than those
listed in API RP 14C, Appendix D the
analysis technique and documentation
specified therein shall be utilized for

inspection and testing of these compo-
nents, and the following:

(1) Safety relief valves on the natural
gas feed system for power plant oper-
ations such as pressure safety valves
shall be inspected and tested for oper-
ation at least once every 12 months.
These valves shall be either bench test-
ed or equipped to permit testing with
an external pressure source.

(2) The following safety devices shall
be inspected and tested at least once
each calendar month, but at no time
shall more than 6 weeks elapse between
tests:

(i) All pressure safety high or pres-
sure safety low, and

(ii) All level safety high and level
safety low controls.

(3) All pumps for firewater systems
shall be inspected and operated weekly.

(4) All fire- (flame, heat, or smoke)
and gas-detection systems shall be in-
spected and tested for operation and re-
calibrated every 3 months provided
that testing can be performed in a non-
destructive manner.

(5) Prior to the commencement of
production, the lessee shall notify the
District Supervisor when the lessee is
ready to conduct a preproduction test
and inspection of the safety system.
The lessee shall also notify the District
Supervisor upon commencement of
production in order that a complete in-
spection may be conducted.

(b) Records. The lessee shall maintain
records for a period of 2 years for each
safety device installed. These records
shall be maintained by the lessee at
the lessee’s field office nearest the OCS
facility or another location conven-
iently available to the District Super-
visor. These records shall be available
for MMS review. The records shall
show the present status and history of
each safety device, including dates and
details of installation, removal, inspec-
tion, testing, repairing, adjustments,
and reinstallation.

§ 250.1631 Safety device training.

Prior to engaging in production oper-
ations on a lease and periodically
thereafter, personnel installing, in-
specting, testing, and maintaining
safety devices shall be instructed in
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